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CLASS 400 FORGED BRASS BALL VALVE

FIG. 214

Screwed body cap, PTFE seats, Blowout-proof stem.
Screwed ends to BS 21. Nickel plated body. Chrome plated ball.

MATERIALS
Part Material
Body Forged Brass*
Body Cap Forged Brass*
Stem Special Brass Rod i
Ball Forged Brass (chrome plated)
Seat PTFE
O-Ring PTFE
Handle Steel (Vinyl Grip)

*For 4" valve, these parts are made of bronze.
Hydrostatic Test Pressure: Shell 600 psi.
Shell 80 psi. (Air)
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DIMENSIONS
A 114 Y S 34 1 114 | 1112 2 |21 | 3 4
DN 10 10 145 19 245 31 39 49 | e2 73 89
B 42 42 | 50 55.6 66.6 757 | 812 102 1332 @ 1482 171
c M7 | 417 | 432 45 54.3 653 797 | 875  109.4 | 1174 1319
D 75 75 | 85 85 104 18 150 150 245 245 280
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SANSPAR ENGINEERING SALES®ro) 1

L0

UNI-FLO STRAIGHT THROUGH DIAPHRAGM VALVE

A
S50%,

L4 44

Feature

1. Design and manufacture conform to BS5156.
2. Flange dimensions confirm to BS4504 PN10
3. Working pressure:

DN50-DN100 1.0Mpa

DN125-150 0.6Mpa

DN200 0.35Mpa

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za
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UNI-FLO INDUSTRIAL PATTERN GATE VALVES OF CAST IRON

WITH BRASS RESP. BRONZE TRIM INSIDE SCREW, NON-RISING STEM, BOLTED BONNET, SOLID WEDGE
DISC,

Fig.549 L

1. Can be changed with indicator on gland
2. Face-to-face dimensions conforms to BS 3464
3. The dimensions and drilling of end flanges conform to BS 10 table E or D.

DIMENSIONS
SZE

N -2 | 2 |2e| s | « | s | 6| 8| 10| 12
FACE-TO-FACE L 146 | 150 | 165 | 171 | 190 | 210 | 241 | 273 | %08
FLANGEDIAMETER | D 165 | 185 | 200 | 220 | 250 | 285 | a40 | 405 | 480
NUMBEROFHOLES | N s | 4 s8] s [s] ||
HOLE DIAMETER n 8 | 8 [ 18] 8] . [2]22]2
FLANGE THICKNESS | T 8 | 18| 2|22 2] a2
CENTRE-TO-TOP H 252 | 270 | 308 | 367 | 43 | as6 | se8 | 607 | 72
WHEELDIAMETER | DI 165 | 165 | 165 | 242 | 266 | 345 | 45 | 76 | 430
NET WEIGHT LBS 208 | 974 | 4 [ 616 | 858 |1122] 1738 | 2002] 407

ronthock (pei)

L—— D1 :_ 12 Primary service prossure | Hydrostatic test pressure (pai)

Shell Seat
5 150 300 200
15
13 NOMENCLATURE AND MATERIALS:
PART NO.| NAME OF PART MATERIAL
6 ] BODY CAST IRON
— 18 2 BONNET CAST IRON
4 3 |oisc CAST IRON
14 4 STUFFING BOX CASYT IRON
I I 16 5 HAND WHEEL CAST IRON
6 GLAND FLANGE CAST 1RON
10 7 BODY SEAT RING | CAST BRONZE
2 8 |oiscsearming | casteronze
“TT — 1 9 DISC NUT CAST BRONZE
—— e SR 0 BONNET NUT STEEL
— 7 " BONNET BOLT STEEL
L 12 WHEEL NUT STEEL
N—t— © 13 | GuanoeoLT nuT | sTEEL
L. O 8 14 GLAND BOLY STEEL
- d %5 STEM STAINLESS
STEEL
L.. 3 16 GASKET ASBESTOS JOINT]
== SHEET
17 GASKET ASBESYOS JOINT
N | ;E' SHEET
h -7 8 GLAND PACKING | ASBESTOS
L = GRAPHITE
r———e —_——

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za
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UNI-FLO INDUSTRIAL PATTERN GATE VALVES OF CAST IRON

WITH BRASS RESP. BRONZE TRIM OUTSIDE SCREW & YOKE, RISING STEM, BOLTED BONNET, SOLID WEDGE DISC,

a2,

[

Fig.549 LR

Face-to-face dimensions conforms to BS 3464
The dimensions and drilling of end flanges conform to BS 10 table E or D.
Yokes are intergral with bonnets, sizes 3-inch and smaller.

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za

DIMENSIONS
SIZE
MARK -2 2 [2«2]| 3 4 | 5 6| 8 | 10] 12
FACE-TO-FACE L 146 | 150 | 165 | 171 | 190 | 210 | 241 | 273 | 305
FLANGE DIAMETER D 165 | 185 | 200 | 220 | 250 | 285 | 340 | 405 | 460
NUMBER OF HOLES N 4 4 8 8 8 8 12 12 12
HOLE DIAMETER h 18 18 18 18 18 2 2 | 28| 26
FLANGE THICKNESS T 18 18 20 20 2 2 24 | 26 | 28
WHEEL DIAMETER D1 165 | 165 | 195 | 242 | 266 | 292 | 345 | 376 | 450
CENTRE-TO-TOP H 315 | 345 | 392 | 483 | 569 | 630 | 777 | 909 | 1050
NET WEIGHT LBS 374 | 418 | 484 | 748 | 1012 | 132 | 2002 | 3256 4994
'___ NOMENCLATURE AND MATERIALS:
ks PART NO.] NAME OF PART MATERIAL
i T |sooy CAST IRON
6 2 |somneT CAST IRON
10 3 |ose CAST IRON
a |voxe CAST IRON
4 s |GLAND FLANGE |casTiron
n 6 |HANDWHEEL CAST IRON
16 7 |HANOWMEEL NUT |CAST IRON
5 8 BODY SEAT RING |CAST BRONZE
™ 9 DISC SEAT RING |CAST BRONZE
H an 5 10 YOKE NUT CAST BRONZE
18 o |stem STAINLESS STEEL
2 12 |sTemnuT STEEL
13 13 BONNET BOLY STEEL
17 14 BONNET NUT STEEL
15  |GLAND EVE BOLT |sTEEL
14 16 |oLano nuT STEEL
B | ol = 12 17 |sONNET GaskeT |asaesTos
18 |stempacking  |GrasHiTE
R 8
. ]
o 9
J— ‘
—1—
[
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UNI-FLO RESILIENT WEDGE GATE VALVE, FLANGED END

FIG. RSV

Description:
1. Design conforms to: DIN3352, BS5163, S.1.6.1, SABS 664/665
2. Flanges drilled conforms to DIN2501/BS4504
3. Normal pressure: 1.6MPa
Shell test pressure: 2.4MPa
Seal test pressure: 1.76MPa
4. Suitable medium: water and neutral liquid
5. Suitable temperature: NBR < 80°C, EPDM < 120°C

DIMENSIONS (mm)

L
DN 555163 SABSE64 D D1 D2 b f R .J_-d =H w¥
40 165 150 | 110 8 19 3 418 260 | 160
50 178 216 | 165 | 125 102 | 19 | 3 [418 | 270 | 180
65 190 [ 185 | 145 122 19 3 418 | 283 | 180
80 | 203 | 229 | 200 | 160 | 138 | 19 | 3 | 818 | 311 | 220
100 229 254 220 | 180 158 19 3 [ 818 | 352 | 250
1257 (7254 | 250 | 210 | 188 | 19 3 | 818 | 435 | 280
150 = 267 280 285 | 240 | 212 19 3 818 = 485 320
200 | 202 | 37 [ 340 [ 205 [ 268 | 20 | 3 |[1222 | 520 | 350 _
250 @ 330 356 405 | 355 | 320 | 22 3 1226 632 400
300 | 356 380 460 | 410 | 378 | 245 | 4 1226 | 745 | 400
350 | 381 470 | 520 470 430 | 265 4 1628 835 500
(400 | 406 470 | 580 | 525 | 489 | 28 | 4 (1631 | 853 | 600
450 | 432 485 | 640 585 = 640 30 4 20-31 1030 = 630
500 | 457 510 | 715 | 650 | 609 | 315 | 4 | 2034 | 1100 | 630
600 | 508 600 840 | 770 | 720 36 5 | 20-37 | 1300 | 630
MATERIALS LIST
No. | Part Material DIN Standard = BS Standard
1 Body Ductile Iron GGG40 BS2798 420/12
2 Wedge Ductile Iron GGG40 BS2798 420/12
3 Wedge Rubber EPDM/NBR
4 Stem Stainless Steel | X20Cr13 BS970 420837
5 Stem Nut Brass BS2874 CA122
6 | Gasket Rubber | EPDM/NBR
7 Screw Steel Ck45 BS970 40E
8* Gasket Teflon/Brass
9 O-Ring ' Rubber EPDM/NBR
10 O-Ring Rubber EPDM/NBR
1" Bonnet Ductile Iron GGG40 BS2789 420/12
12 Gland Brass BS2874 CZ122
13 Washer Steel Ck45
14 Handwheel Ductile Iron GGG40 BS2789 420/12
15 Bolt Steel Ck45 BS970 40E
16 | Anti-Dust Ring | Rubber NBR

w

N

NN

D2

D1

n-d

AN

fx45°
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RESILIENT WEDGE GATE VALVE, SOCKET END

<

FIG. RSVS

Description:

1. Conforms to DIN-EN558-1series 13 and ISO5752 basic 13 and SAS 14-
15/11396H and SABS 664/665

2. Working Pressure: 1.6MPa

Shell test pressure: 2.4MPa

Seal test pressure: 1.76MPa

4. Suitable medium: water and neutral liquid

5. Working temperature: NBR < 80°C, EPDM < 120°C

DIMENSIONS (mm)

SIZE L D L1 H B w

~ 50/63 335 G688 U0 | =70c | 480"
65/75 335 79 93 283 76 180
80/90 335 93 100 290 | 80 200
100/110 335 113 108 335 95 250
125/125 128 117 | 410 | 105 280

' 150/160 405 163 135 485 120 320

"200/200 | 450 | 203 | 174 | 520 | 140 350

- 200/225 228 =LA 520 155 | 3% |

MATERIALS LIST

No. Part Material DIN Standard BS Standard
1 Body Ductile Iron GGG40 BS2789 420/12
2 Wedge ' Ductilelron | GGG40 | BS2789 420/12
3 Wedge Rubber NBR/EPDM NBR/EPDM

4  Stemnut  Brass ] | BS2784 CZ122
5 Stem Stainless Steel X20Cr13 BS970 410S21

6 Bonnet . Ductile Iron [GGG40 I BS2789 420/12
7 Gland Brass BS2784 CZ122
8 Handwheel Ductilelron | GGG40 ' BS2789 420/12

H
4]

N B

7
L

¢ N,
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SABS 664 WEDGE GATE VALVE, NON RISING SPINDLE

FIG. 664
TEST PRESSURE BODY 3.2 MPA
SEAT 3.2 MPA
DIMENSIONS
DN L D b H H | DO WEIGHT (Kgs)
H. WHEEL CAP
50 | 216 | 165 | 20 | 365 | 445 240 23.7 224
80 | 220 | 200 22 | 400 @ 470 280 36.7 33.9
100 | 254 | 220 | 24 | 455 | 525 280 51.6 48.8
150 | 280 | 285 | 26 | 565 | 635 360 85.4 80.5
200 | 317 | 340 655 | 725 400 123.3 115.6
250 | 356 | 405 @ 32 | 740 | 810 400 175 167.3
300 | 380 | 460 | 32 | 810 | 880 400 224.2 216.6
H* APPROXIMATE HEIGHT
MATERIALS
NO. | PART MATERIAL | STANDARD
1 BODY CAST IRON BS 1452 GR.220
2 BODY SEAL BRONZE BS 1400LG2
3 GATE S. G. IRON BS 2789 500/7
4 STEM NUT BRONZE BS 2874 CZ122
5 STEM STAINLESS STEEL | BS 970 410821
6 NUT CARBAN STEEL
7 GASKET GRAPHITE
8 BOLTS STEEL :
9 BONNET CAST IRON BS 1452 GR. 220
10 NUT CARBAN STEEL
1 GASKET GRAPHITE
12 STUFFING BOX | CAST IRON BS 1452 GR. 220
13 BOLTS CARBAN STEEL
14 GLAND PACKING
15 GLAND CAST IRON BS 1452 GR. 220
16 NUT CARBAN STEEL
17 T BOLT BRASS | BS 1452 GR. 220
18 HANDWHEEL CAST IRON BS 1452 GR. 220
19 GASKET CARBAN STEEL |
20 BOLTS CARBAN STEEL |
21 O-RING NBRRUBBER
TESTPRESSURE BODY  32MPA

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za
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KNIFE GATE VALVE PN10 RISING
SPINDLE HANDWHEEL OPERATED,
UNI-DIRECTIONAL

Description:

1. Face to Face Non Standard

2. Testing DIN3230

3. Working temperature: NBR < 80°C, EPDM < 120°C

MATERIALS LIST

Body Cast Iron $5304 / $S316
Gate $S304 / $S316 $5304 / $5316
Seal NBR EPDM
Packing PTFE PTFE
DIMENSIONS (mm)
DN SIZE(mm) | Weight
mm in A |-8 c D F P H Kg
50 2 40 240 124 83 1/4 80 412 8
65 2412 | 40 | 265 139 83 1/4 80 458 9
80 3 50 | 290 154 83 1/4 80 502 10
100 4 50 335 174 83 1/4 100 @ 562 13
125 5 50 373 189 93 | 14 125 642 18
150 6 60 424 220 93 1/4 125 718 23
200 8 60 533 275 108 1/4 160 882 39
250 10 70 625 326 | 108 1/4 200 | 1044 57
300 12 70 | 732 380 | 108 14 200 | 1164 74
350 14 96 835 438 | 290 38 | 250 | 1362 | 127
400 16 100 945 494 290 318 250 | 1542 138
450 18 106 1040 547 290 12 250 | 1677 176
500 20 | 110 | 1150 | 13 290 112 300 1842 209
600 24 | 110 | 1354 | 718 290 | 12 300 | 2147 | 250
700 28 | 110 | 1540 835 400 112 350 | 2542 | 410
800 32 10 | 1750 | 972 400 112 400 | 2852 | 562
H
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KNIFE GATE VALVE PN10 WITH
PNEUMATIC ACTUATOR, UNI-
DIRECTIONAL. KGNP

Description:
1. Testing DIN3230
2. Working temperature: NBR < 80°C, EPDM < 120°C

a2,

MATERIALS LIST

Body Cast Iron $S304/SS316
Gate $S304/SS316 $S304/$S316
Seal NBR EPDM
Packing PTFE PTFE
DIMENSIONS (mm) e
DN SIZE(mm) Weight
mm in A B Cc D Vv H Kg
50 2 40 283 124 83 200 38 8
65 2-1/2 40 | 308 139 83 200 388 10
80 3 50 | 333 154 83 200 413 11
100 4 50 378 174 83 200 488 12
125 5 50 | 423 189 93 250 564 17
150 6 60 474 220 93 250 635 21
200 8 60 593 275 108 310 809 38
250 10 70 685 326 108 310 = 946 52 e
300 12 70 792 380 108 310 1118 63 ‘
350 14 96 900 438 290 500 @ 1282 115
400 16 100 978 494 290 500 @ 1441 145 f
450 18 | 106 1105 547 290 500 1587 186 %
500 20 110 1215 613 290 500 1809 221 5
600 24 110 1418 716 290 500 = 2060 265 l
700 | 28 | 110 1640 835 400 800 2372 430 ;
800 32 | 110 1840 972 400 800 2682 590 o)

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za
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KNIFE GATE VALVE PN10/16,
BI-DIRECTIONAL

FIG. KG

Description:

1. Design as DIN3352, MSS-SP-81

2. F TO F: DIN3202, MSS-SP-81

3. Testing: DIN3312

4. Working temperature: NBR < 80°C, EPDM < 120°C

NO. PART MATERIAL| NO. PART MATERIAL
1 SEATRING | NBR/EPDM| § | HANDWHEEL GGG40

2 BODY GGG40/SS | 6 | BUSH GGG40/SS
3 STEMNUT | BRASS 7 | WEDGE 304/316

4 STEM 2Cr13/304 8 | GLAND GGG40/SS

DIMENSIONS (mm)

BS 10 TABLE 1 DIN2501 ANSI 125/150
DN H L | w
C N-D C N-D (83 N-D
50 290 43 114.3 4-5/8 125 4-M16 120.7 4-5/8" 180
65 290 46 146.05 4.5/8 145 4-M16 152.4 4-5/8" 180
80 320 46 165.1 4-5/8 160 8-M16 l 1524 4-5/8" 200
100 365 52 177.8 8-5/8 180 8-M16 190.5 8-5/8” 250
125 405 56 209.55 8-5/8 210 8-M16 215.9 8-3/14" 300
150 478 56 234,95 8-3/4 240 8-M20 241.3 8-3/4" 350
200 545 60 292.1 8-3/4 295 8-M20 [ 298.5 8-3/4" 350
250 692 68 355.6 12-3/4 350 12-M20 | 362 12-7/8" 400
300 785 78 406.4 12-7/8 400 12-M20 ] 431.8 12-7/8" 450
350 892 78 469.9 12-7/8 460 16-M20 476.3 121" 500
400 998 102 520.7 12-718 515 16-M24 539.8 161" 600
- - W
N — - )

NN

\\h |

S 0

I |

P/

/@
i

w
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UNI-FLO WAFER & LUG BUTTERFLY
VALVES, PN16/CL125/150

FIG. 5150

Description:

1. Design and manufacture confirm to BS5150/BS5163;DIN3352

2. Flange dimensions confirm to BS4504 PN10/PN16/PN25;DIN2501
PN10/PN16/PN25
3. Face to face dimensions confirm to BS5150/5163;DIN3202

MATERIALS LIST

SANSPAR ENGINEERING SALESwy) 1«

NO. Part Material
1 Body Ductile iron
2 Seat Gunmetal or Brass
3 Stem SS or Brass
4 O-Ring EPDM
DIMENSION(mm)
L
DN PN D D1 D2 b f n-d BS5150] F4 33 L1 L2 H1 H2 H3 B DO
200 1.0 445 400 370 245 4 12-23 | 356 270 220 248 969 869 536 460
1.6 460 410 370 28 4 12-28 | 356 500 220 248 969 869 536 460
350 1.0 505 4860 429 26.5 4 16-23 | 381 290 360 285 1082 980 610 460
1.6 520 470 429 30 4 16-28 | 381 550 360 285 1082 980 610 460
400 1.0 565 515 480 28 4 16-28 | 406 310 400 600 320 1123 | 1229 676 600
1.6 580 525 480 32 4 16-31 406 600 400 600 320 1171 1070 676 600
450 1.0 615 565 530 30 4 20-28 | 432 330 440 620 350 1204 | 1310 740 600
16 640 585 548 32 4 20-31 432 650 440 620 350 1258 | 1154 740 600
500 1.0 670 620 582 315 4 20-28 | 457 350 480 660 390 1295 | 1401 803 600
16 715 650 609 34 4 20-34 | 457 700 480 660 390 1295 | 1401 803 600
600 1.0 780 725 682 36 5 20-31 508 390 560 722 470 1478 | 1573 950 600
16 840 770 720 36 5 20-37 | 508 800 560 722 470 1478 | 1573 950 600
700 1.0 895 840 794 39.5 5 24-31 610 430 590 833 495 1696 | 1796 | 1156 720
1.8 910 840 794 40 5 24-37 | 610 900 590 833 495 1696 | 1796 | 1156 720
800 1.0 1015 950 901 43 5 24-34 | 660 470 700 863 540 1816 | 1916 | 1242 720
1.6 1025 950 901 44 5 24-40 | 660 1000 700 863 540 1816 | 1916 | 1242 720
200 1.0 1125 | 1050 | 1001 45 5 28-34 71 510 770 972 645 1212 | 2378 | 1423 720
1.6 1125 | 1050 | 1001 46 5 28-40 711 1100 770 972 645 2323 | 2378 | 1423 720
1000 1.0 1230 | 1160 | 1112 50 5 28-37 | 811 550 850 1015 680 2611 | 2680 | 1650 720
1.6 1255 | 1170 | 1110 50 5 28-43 811 1200 850 1015 680 2600 | 2680 | 1650 720
1200 1.0 1455 | 1380 | 1328 56 5 32-40 | 960 630 950 1065 790 2718 | 2860 | 1820 900
1.6 1485 1390 1328 57 5 _32-49 960 1400 250 1065 790 2718 2860 1820 900

7ain

12
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DIN NON-RISING STEM SOLID
WEDGE DISC GATE VALVE

FIG. 10

Description:

1. Design conforms to DIN3352

2. Face to Face dimensions conforms to DIN3203, F4, F5
3. Flanges drilled confirms to DIN 2501

SCOPE OF APPLICATION
F4 F5
Normal Diameter 40-150 20-300 350-500 40-500
Normal Pressure 10bar 6bar 4bar 16bar
Shell Test Pessure | 15bar 9bar 6bar _ 24bar
Seal Test Pessure 11bar 6.6bar 4.4bar 17.6bar
Suitable Medium water
MATERIALS LIST - ~
No. | Part Material & Specification g:
1 Body Cast Iron GG25 ®
2 Seat Ring Cast Brass
3 Wedge Cast Iron with Brass ring @
4 Stem nut Cast Brass
5 Stem Stainless Steel ® &
6 Nut Steel >
7 Bolt Steel $
8 Bonnet Gasket Graphite
9 Bonnnet Cast Iron == j: R
® o |1 N
10 Bolt Steel @A B N
1 STUFFING BOX GASKET | Graphite o | 4_ -
12 Stuffing Box Cast Iron o—13- -3
13 Packing Graphite o—_ _‘4
14 Gland Follower Cast Iron 0, N
15 Handwheel Cast Iron - -
16 Washer Steel — g -
L =

DIMENSIONS (mm)

L
D D D2
N 7 D 1 b

40 140 150 110 88 18
50 (150 165 125 102 20

z-d =H Do

418 270 160
418 292 160
418 324 160
| 818 360 160
818 380 200

f
3
3
65 170 185 145 = 122 20 3
80 180 200 160 138 22 3
100 190 220 180 158 24 3
125 200/ 250 @ 210 188 | 26 3 8-18 454 250
150 210 285 240 | 212 26 3 8-22 490 250
3
3
4
4
i
4

200 |230 340 295 268 22 - 8-22 578 250
250 250 395 350 320 24 1222 | 711 320
300 (270 445 400 370 24 12-22 | 767 320
350 290 505 460 430 26 1622 | 870 400
400 310 565 515 482 28 16-26 | 941 400
500 350 670 620 585 30 . 20-26 = 1188 500

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za
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BRASS GATE VALVE

>

FIG. 401

B

S
SIZE A H L B G %] 1 HEX. NUT STEEL
1/4" 54 73 36 10 114" 11.6 2 MARK AL
3/8" 54 73 36 10 3/8"” 12.5 3 HANDLE STEEL
1/2" 54 74 40 1" 1/2" 13 4 STEM BRASS
3/4" 54 80 50 13.5 3/4" 19 5 NUT BRASS
1% 60 87.5 53 14 32 20 6 BRAS?RlNG BRASS
1-1/4" 71 111 56 14.5 1-1/4" 31 7 PACKING PTFE
1-1/2” 71 124 61 16 1-1/2" 38 8 LOCKING NUT BRASS
Vi 78.5 138 66 17 o 45 9 BONNET BRASS
2-1/2" 108 178 80 23 2-1/2" 60 10 WASHER PTFE
3" 108 198 92.5 24 3” 70 11 SPINDLE BRASS
4" 126 230 102 25 4" 86 12 BODY BRASS

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za
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UNI-FLO PN16 GLOBE
VALVES OF CAST IRON

with stainless steel trim

Fig. AV 803
Straight
pattern Materials a5 g
Fig. 150 L
Angle pattern 1 Cast kon

2 | Castliron
Working 3 | Stainless Steel
pressure 4 Stainless Steel
16 bar - 20°C S5 | Stainless Steel

13 bar - 200°C
10 bar - 300°C

D | 15 20| 25/ 32| 40/ 50| €5/ 80| 100 125|150 175|200| 250, 300

L |130/150|160 180 200| 230| 290, 310| 350, 400 480 550|600| 730 850
L1 | 90| 95/100/105| 115] 125 145| 155| 175/ 200 225| 250|275 325|375
A | 95/105/115/140 150| 165 185 200| 220 250| 285|315| 340 405|460
H |184/ 196 214|225| 248| 279| 324| 359 404, 485/ 520|577 | 665 830 945
H1 | 160 165 175|185 215| 235 270| 280 350, 410 450|590| 560 740|840
M | 100|100 125/ 125 150, 150, 200| 200; 225| 225, 300|300, 420, 500| 500

AV 803 ’ 35 43| 55 7.8(102/132 21/26,340,6 59,8 83|112 136/217|325
150L 35| 45 56| 7.9110,4/12,6/195 24| 35/ 58 87|104|134|210|306

& 4

A

@Non-roturn valve @ Regulating vatve ®Vvaive with PTFE @ With balanced
LK} 1RK) disc (TE) vahe

Tel: +27 21 511 0283 | Fax: +27 21 511 6993 | Email: info@sanspar.co.za
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UNI-FLO C.I. FIRE HYDRANT VALVE Eroxy POWDER COATED)

. 1907
125

325+°

@ 2'4" x 2 TPL. ROUND THRD. (M)

WITH C.I. CAP

4 HOLES 2 18
ON 165 PR C.D.

SR.NO.| DESCRIPTION | MATERIAL
1 | sooy C.., BS: 1452 GR. 14

2 | VAVE PLUG C.\., NITRILE RUBBER COATED
3 | sPINDLE S. 5. AISI - 410

4 | BUSH NYLON / NITRILE RUBBER
5 | 'ORING (SPINDLE) | NITRILE RUBBER
6

7

8

9

PROFILE RING NITRILE RUBBER
SCRAPER RING NITRILE RUBBER
FRICTION RING NYLON / NITRILE RUBBER

ROLL PIN SPRING STEEL

10 | TOP CAP CAST IRON

11 GLAND HOUSING | CAST IRON

12 | GASKET RUBBER 'O’ RING

13 | GASKET RUBBER ‘O' RING

14 | SCREWED OUTLET | GUN METAL BS : 1400 LG 2
HYDRAULIC TEST PRESSURE
BODY - 2000 kpa
SEAT - 2000 kpa
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UNI-FLO DIN CAST IRON STRAINER

Fig. 508

Description:

1. Face to Face dimensions according to DIN3202, F1

2. Flange dimensions according to DIN2501 PN 10/PN16

3. Nominal Pressure PN10/PN16

4. The mesh of wire screen or the hole dimensions of the perforated screen can be
as per the customer's requirements.

DIMENSIONS (mm)

DN 40 50 65 80 100 125 150 200 250 300 350 400
L 200 230 290 310 350 400 480 600 600 650 980 1100

=H | 105 ] 170 | 205 | 210 | 235 | 270 | 310 390 430 @ 500 670 780
D 150 165 185 200 220 250 285 340 405 460 520 580
K 110 ] 125 | 145 @ 160 @ 180 @ 210 240 @ 295 355 = 410 470 525

| D1 88 102 122 138 158 188 212 268 320 378 438 490

*Flange dimensions can be as per BS10 Table D/E, JIS10K, etc

MATERIAL LIST

NO. Part Material Standard
1 Body Cast iron or ductile iron - GG25 or GGG40
2 Plug Cast iron or Ductile iron or Steel GG25 or GGG40
3 Cover Cast iron or Ductile iron GG25 or GGG40
4 Screen Stainless steel 304SS
5 Gasket Graphite or Rubber
L
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