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NO. PART STANDARD MATERIAL OPTIONAL MATERIALS

1 Body Cast Iron

2 Disc 304 Stainless Steel 316 Stainless Steel

3 Seat Polyurethane NBR, EPDM

4 Shaft 420 Stainless Steel

5 Bushing PTFE

6 O-ring EPDM

7 Indicator Carbon Steel

8   Lever    Cast Iron

DIMENSIONS

DESCRIPTION

1. Maximum temperature: 100°C
2. Suitable Media: Fresh water, Sewage, 
    Sea water, Air, Vapour, Food, Medicine,
    Acids, chemicals, Alkalis, Salts, etc
3. Pressure Rating - 16 bar
4. Conforms to BS5155      
CARTRIDGE SEAT DESIGN

All Uni-Flo Butterfly valves are supplied with the
cartridge seat design.
The cartridge seat is a unified, rigid component
that is formed by bonding the elastomer seat to a
hard, dense phenolic backing resulting in:

- Keeps elastomer from shifting during Installation
- Reduces seat tearing and fatigue
- Minimizes seat swell 
- Lowers closing and opening torques

DN A B C D LO TOP FLANGE L SHAFT DIM.

50 161 80 42 52.9 266 F07 30 11X11

65 175 89 44.7 64.5 266 F07 30 11X11

80 181 95 45.2 78.8 266 F07 30 11X11

100 200 114 52 104 266 F07 30 11X11

125 213 127 54.4 123.3 266 F07 30 14X14

150 226 139 55.8 155.1 266 F07 30 14X14

200 260 175 60.6 202.5 355 F10 40 17X17

250 292 203 65.6 250.5 505 F10 40 22X22

300 337 242 76.9 301.6 505 F10 40 22X22

MATERIALS LIST


